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Gun Boot Bracket 20037 for the Gun Boot IV that fits most b 44’ |
metal rear racks "not" plastic composite racks. il
_ . s Step 2. Attach Gun Boot Ring to Top Mounting Plate. NOTE: ’ ' 4
i B i/ 161\;( 11_.‘5../ 8 L,Io.]ffleal:lg_l)g =A Gun Boot Ring has more of an angle on the top left side. Mount -
= 1/2 Nut Fine = with the angle side on the left side of Top Mounting Plate. Place ‘ .;
1 =1/2 Lock Washer =C flat washer (D) on Boot Ring (N), thread through slotted hole in /
2 = 1/2 SAE Flat Washer =D Top Mounting Plate (O) and secure with flat washer (D), lock M ] I Y ~—FE
3=1/4x12U-Bolt=E washer (C) and hex nut (B). Loosely attach at this time. \‘ |J
3 =5/16 Lock Nuts = F Step 3. Attach Gun Boot Latch to Top Mounting Plate.
3=5/16x1Bolt=G NOTE: 3 washers are needed to attach Gun Boot Latch. Rear Rack
3 = 5/16 USS Flat Washer (large) = H Make sure you place one washer between the Latch and
4 = 5/16 SAE Flat Washer (small) = I Top Mounting Plate. Place washer (H) onto bolt (G),
6 = 1/4 Lock Nuts = J thread through Gun Boot Latch (P), place second washer (H) onto bolt, continue through Top
- — Mounting Plate (O) and secure with third washer (H) and lock nut (F).
6 = 1/4 SAE Flat Washer (small) =K Step 4. Attach Top Mounting Plate with Gun Boot Ring and Latch to Base Mounting Plate selecting
6=1/4Rod Caps =L your desired angle. Place washer (I) onto bolt (G), thread through Base Mounting Plate (M) at pivot
point and through Top Mounting Plate (O). Secure with washer (I) and lock nut (F). Repeat, inserting
1 = Base Mounting Plate (middle) (20037-1)=M |  bolt through desired angle hole. . . . o .
1 = Gun Boot Ring (20037-2) =N Step 5. Adjustments. Insert Gun Boot into Gun Boot Ring until Boot Ring is touching Gun Boot at
1 = Top Mounting Plate (top) (20037-3) = O the top and bottom. Now turn Boot Ring clockwise until sides of Boot Ring are snug against Gun
= 1op Mounfing op) -3) = Boot. Move Gun Boot over until the hook of Gun Boot Latch goes into hole on Gun Boot. Gun Boot
1 = Gun Boot Latch (20037-4) = P latch is slightly open (1/4" to 3/8"). Gun Boot Ring should be snug on all sides to the Gun Boot.
Tighten Gun Boot Ring in this location. Close Gun Boot Latch (this will push Gun Boot further into
Setup Instructions ] Gun Boot Ring) and insert Locking Pin (A) securing it with wire clamp. Gun Boot should be secure.
The versatile Kolpin Gun Boot ATV Mounting If lose repeat this procedure, readjusting Gun

Step 5

Bracket allows you to mount the bracket to position  Boot Ring location. Check clearances to make
your Gun Boot on either the left or right side, inthe  certain Gun Boot clears wheels and fenders.
front or back of your ATV. You can carry your Gun  Check to make sure Gun Boot does not extend
Boot horizontal or at two different angles. With this  pelow frame of ATV as severe damage could
new design you can quickly remove and install the  resylt to your firearm if obstructions are

Gun Boot into the position of your choice. encountered. If clearances are sufficient tighten

Plate, flat washers, lock nuts, and rod caps, position ATV,

the Mounting Bracket in the desired location. Choose
either front, rear, left or right side. Loosely attachat ~ This is the correct one to use with this |
this time. Bring U-bolts (E) up from bottom of ATV  bracket kit. This is the Gun Boot IV® |
rack, threading through holes in top of Base
Mounting Plate (M). Attach with small flat washers
(K), lock nuts (J), and rod caps (L).




