4=10MMX1.25X50MM BOLTS-A
2=8MMX1.25X30MM BOLTS-B
8=10MM LOCK NUTS-C

2=5/16 SAE WASHERS-D

2=5/16 USS WASHERS-E
1=3/8X1 BOLTS-F

1=3/8 LOCK NUTS-G
4=10MMX1.25X60MM BOLTS-H
2=SPACER-3 5/8" LONG-I
2=SPACER-4 1 1/16" LONG-J
1=STRONG MADE STICKER
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THE INSTALLATION IS EASIER IF THE REAR OF
THE ATV IS LIFTED OFF GROUND. USE PROPER
LIFTING EQUIPMENT TO LIFT ATV.

REAR KIT MOUNTS TO THE TOP

1=PLATE #8 ON THE REAR SHOCK EYES.
1=PLATE #10 PLATES ARE STAMPED HARDWARE AND PARTS FOR
Y—PLATE #11 FOR MOUNTING FRONT RIGHT LIFT KIT.
> —PLATE #1 LOCATIONS ON ATV.
1=PLATE #14
HARDWARE AND PARTS FOR
FRONT LEFT LIFT KIT. l
- #11
#10

REFER TO THE PICTURE
ON PAGE #2 FOR
MOUNTING OF THE
FRONT KIT.

REFER TO THE PICTURE

ON PAGE #2 FOR

MOUNTING OF THE

REARKIT. |
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