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2=1/4 X 1/2 U-BOLTS-A
4=1/4 LOCK NUTS-B
6=10MM LOCK NUTS-C
6=10MM X 50MM BOLTS-D
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STRONG SNIVIADE

BY SAVANT MANUFACTURING, INC.

www.savantmfg.com

2=SPACER-3-E
2=SPACER-5-F # SMH680
2=SSS100 ALUM 1 9/16" SPACER HONDA RINCON 650-680 03-09
2=SSS101 ALUM 1" SPACER 418
AT AL PLATES ARE STAMPED
2=PLATE #18 FOR MOUNTING D #19
1=PLATE #19 LOCATIONS ON ATV. N
1=PLATE #20 o
~—PLATE #>1,/  FRONT KITS MOUNT TO THE A v
TOP ON THE FRONT SHOCK B \
EYES STOCK BOLT
) AND NUT THA E
REFER TO THE PICTURE WERE REMOVED.
ON PAGE #2 FOR
MOUNTING OF THE
KITS.  REAR KIT MOUNTS TO THE TOP #17 A8
ON THE REAR SHOCK EYES. AN

REMOVE THE SHOCKS FROM ATV TO INSTALL
THE ALUM. SPRING SPACERS. THE LARGER
SPACER WILL BE USED ON THE REAR SHOCKS.
THE SMALLER SPACER WILL BE USED ON THE
FRONT SHOCKS. BOTH SPACERS ARE TO BE
INSTALLED UNDER THE SPRINGS ON TOP OF THE
RETAING RING. THIS SHOULD BE PERFORMED
BY A CERTIFIED ATV MACHINIC. THE
MACHINED LIPS OF THE SPACERS ARE TO BE
PLACED TOWARD THE SPRING THIS IS TO
CENTER THE SPRINGlON THE SPACER.

7 MACHINED LIP
ON SPACER.

THESE PARTS WILL ASSEMBLE
TOGETHER TO MAKE THE REAR
LIFT ON THE ATV.

REAR




