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8=10MM LOCK NUTS-A

8=10MM X 1.25 X 60MM BOLTS-B
4=SPACER-4 1 1/16" LONG-C | AN UFAC
2=SPACER-6 3/8" LONG-D www.savantmig.com

ANT MANUFAC

1=STRONG MADE STICKER

2=PLATE #11 S ARE STAMPED # SMK'750
1=PLATE #22 PLATES ARE ST KAWASAKI BRUTE
1=PLATE #23 A N FORCE 750 4X4 05-09
1=PLATE #24

REFER TO THE PICTURE
ON PAGE #2 FOR
MOUNTING OF THE
FRONT KIT.

REFER TO THE PICTURE
ON PAGE #2 FOR
MOUNTING OF THE
REAR KIT.




THIS PICTURE IS OF THE THERE IS A
FRONT RIGHT SIDE MOUNT. SMALL ZIP TIE
THE BRACKET #22 WILL ;F(OMTEPII\EB%‘ISIDE
RUN ON THE INSIDE OF “THIS WILL
THE X MEMBER. REPEAT HAVE TO BE
THE ASSEMBLING OF THE REMOVED.
SPACER AND SHOCK
MOUNT TO THE LEFT SIDE.

FRONT KIT MOUNTS TO THE TOP

ON THE FRONT SHOCK EYES.

"D MAKE SURE NOTHING IS

TOUCHING THE GUARDS. MAY HAVE TO TRIM MATERIAL AWAY FROM THE GUARDS
TO ACHIEVE THE CLEARANCE NEEDED.

REAR KIT MOUNTS TO THE TOP
ON THE REAR SHOCK EYES.

REAR LEFT PICTURE.




