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4=12 MM NUTS-B
2=BRACKETS #73
4=BRACKETS #71
2=LLARGE HEAVY DUTY SPRINGS

FRONT LIFT

STRONG SRVIADE

BY SAVANT MANUFACTURING, INC.

www.savantmfg.com

# SMKMUL

KAWASAKI MULE'S
REFER TO PRICE LIST FOR MODELS.
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REMOVE THE STOCK

REMOVE THE STOCK

PIN) AND PULL THE

NUTS AND WASHERS. CASTLE NUT AND (PIN)
WASHER STRUT ON OF THE
' STEERING KNUCKLE.

REMOVE THE STOCK NUT
CAUTION THERE WILL BE REPLACETHESTOCK ~ MAKE SURE THE SPRINGS
SOME TENSION LEET OFF SPRING WITH THE NEW ARE PROPERLY PLACED
OF THE SPRING. SPRING IN THE KIT. BACK INTO THE SPRING

CUPS.

W




ALL THE LOCATIONS OF THE PARTS TO INSTALL FOR THE LIFT KIT PAGE 2 OF 3
INSTALLATIONS ARE DESCRIBED AS IF YOU WERE SITTING ON THE ATV.

A

ONCE THE SPRING HAS BEEN
INSTALLED ONTO THE SHOCK,
REINSTALL THE SHOCK INTO THE
STEERING KNUCKLE.

MAKE SURE THE CUT RELIEF IS
ALIGNED UP WITH THE BOLT(PIN)
ON THE SHOCK WHEN INSTALLING.

= INSTALL THE UPPER LIFT
8 BRACKET #73 ONTOP OF THE A
¥ SHOCK. USE THE SUPPLIED
| 3/8 NUTS AND STOCK NUTS
TO INSTALL.

WHEN INSTALLING PLATES AND BRACKETS LEAVE ALL FASTENERS LOOSE UNTIL ALL
HARDWARE IS IN PLACE THEN PROCEED TO SECURE THE KIT. AFTER INSTALLATION
MAY HAVE TO ADJUST THE TIE RODS TO CORRECT THE ALIGNMENT OF THE WHEELS.
IF BOOT GUARDS ARE INSTALLED MUST CHECK FOR PROPER CLEARANCE FOR THE
RIMS AND BRAKE CALIPERS. TO CHECK FOR THIS LIFT THE FRONT OF THE ATV OFF
THE GROUND AND TURN WHEELS FROM LEFT TO RIGHT AND MAKE SURE NOTHING IS
TOUCHING THE GUARDS. MAY HAVE TO TRIM MATERIAL AWAY FROM THE GUARDS
TO ACHIEVE THE CLEARANCE NEEDED.
USE PROPER LIFTING EQUIPMENT TO LIFT THE UNIT TO INSTALL THE BRACKETS. BRACE THE
WHEELS SO THE UNIT WILL NOT ROLL FORWARD ARE BACKWARDS WHEN INSTALLING THE KIT.

REMOVE THE STOCK REAR THIS IS A FINSHED PICTURE.
SHACKLES TO INSTALL THE REPEATE THE SAME PROCEEDURE
REAR KIT. FOR BOTH SIDES.

2=BRACKETS #71 &




